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P2-P3 LED Linear Light
P4 LED Tube T5&T8

P5 LED Panel Light

P6 LED Down Light Recessed Slim Series
P7 LED Down Light Recessed SMD Series
P8 LED Down Light Recessed COB Serie
P9 LED Down Light Recessed Hotel Series

P10 LED Down Light Surfaced Mounted COB Series

P11 LED Down Light Surfaced Mounted Slim Series

P12 LED Spot Light
P13 LED Tracking Lamp

P14 LED Corn Lamp

P15-16 LED Flood Light
P17 LED High Bay UFO Series
P18 LED High Bay H Series

P19 LED Tri-Proof Lamp

P20 LED Tri-Proof Fixture and Strip light
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LED Linear Light

EPISTAR

ats

LifFud

Lenth 0.5m/0.6m/1.0m/1.2m/1.5m/2.4m/2.5m are available, other length can be customized.
Housing color with silver, white and black.

LED Linear Lighting Specification

Housing Material: AL+PC

Input Voltage: AC220-240V

Lumens: 110Im/watt

CRI: »80Ra

Power Factor: »0.95

Beam Angle: 120°

PC Cover: Frosted

Color Temperature: 3000K/4000K,/5000K,/6000K

Optional Series

Flat & U Series

Dimension(Flat Series) 38x45mm/50x50mm
(WidthxHeight) 75x75mm/100x75mm
Dimension(U Series) 38x60mm/50x75mm
(WidthxHeight) 75x100mm

Housing Color White/Silver/Black
Installation Recessed/Pendant/Mounted
Lifetime 50000hrs

Warranty: 3 Years
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Lenth 0.5m/0.6m/1.0m/1.2m/1.5m/2.4m/2.5m are available, other length can be customized.
Housing color with silver, white and black.

EPISTAR

als

Flat Series
b
U Series
‘

Flat Series Models Length Power
VST-LL-3845-600-F12W 600mm BW
VST-LL-3845-1200-F26W 1200mm 26W e
VST-LL-3845-1500-F30W 1500mm 30W ] |
VSTLL-3845-2400-F50W 3400mm oW U Series Models Length Power
VST LL-5050-600-F16W 600mm 16W VST-LL-3860-600-U12W 600mm 12w
VST-LL.5050.1200-F30W 1200mm 30w VST-LL-3860-1200-U26W  1200mm 26W
VST-LL-5050-1500-F40W 1500mm 40W VST-L1-3860-1500-USOW 1500mm 30w
VST-LL-5050-2400-FE0W 2400mm 0w VST-LL-3860-2400-USOW  2400mm 50W
VST-LL-7575-600-F26W 600mm 26W VST-LL-5075-600-U16W 600mm W
VST-LL-7575-1200-FAB\W 1200mm 18W VST-LL-5075-1200-U30W  1200mm 30W
VIST-LL.7575.1500-FE0W 1500mm 0w VST-LL-5075-1500-U40W  1500mm 40W
VST-LL-7575-2400-F96W  2400mm 96W VST-L1-5075-2400-UBOW ~ 2400mm s0W
VST-LL-10075-600-F30W 600mm 30W VST-LL-75100-600-U26W 600mm 26W
VST-LL-10075-1200-F60W  1200mm 60W VST-LL-75100-1200-U48W  1200mm 48w
VST-LL-10075-1500-F80W  1500mm 8OW VST-LL-75100-1500-U60W  1500mm 60w

VST-LL-75100-2400-U96W  2400mm 96W

VST-LL-10075-2400-F120W  2400mm 120W
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LEDT
5 LED T8&T5 Specification
_ New T5
6" : 140|m/W Housing Material:  AL+PC
' Input Voltage: ACB5-265Y

Built-in Driver

Lumens: 140Im/watt
CRI: >80Ra
Power Factor: =0.95
L Beam Angle: 120°
( @' PC Cover: Clear/Frosted/Strip
Color Temperature: 3000K/4000K/5000K/6000K
Warranty: 3 Years
T5 Models Length Power
‘ VST-T5-300-6W 300mm oW
VST-T5-600-10W 600mm 10W
VST-T5-900-15W S00mm 15W
LE D T8 E P I ST A R VST-T5-1200-18W 1200mm 18W
VST-T5-1200-22W 1200mm 22W
VST-T5-1500-25W 1500mm 25W
VST-T5-1500-30W 1500mm J0W
T8 Models Length Power
V5T-T8-300-6W 300mm BW
\ V5T-T8-600-10W 600mm 1ow
@.\ \ V5T-T8-900-15W 900mm 14w
= V5T-T8-1200-18W 1200mm 18w
VST-T8-1200-22W 1200mm 22w

E ¢ VST-T5-1500-25W  1500mm 25W
RoHS

— 2011/65/EU VST-T5-1500-30W 1500mm 30W




LED Panel Light

EPISTAR

LED Panel Lighting Specification

Housing Material:
Input Voltage:
Lumens:

CRI:

Power Factor:

Beam Angle:

Color Temperature:

Dimension

Dimming:
Housing Color
Installation

Lifetime

Warranty:

AL+PMMA
AC220-240V
130Im/watt
>80Ra

>0.95

120°

3000K/4000K/5000K/6000K

600x300mm/300x300mm
600x600mm,/620x620mm
1200x600mm,/1200x300mm

Triac/Dalif0-10V/2. 4G/ Wifi

White/Silver

Recessed/Pendant
Surface Mounted

50000hrs

3 Years

Tel: +86 755 33245501

Fax: +86 755 27675696

Email:sales@vstlighting.com

Web: www.vst-lighting.com

LED Panel Models

VST-PL-3030-18W

VST-PL-6030-18W

V5T-PL-6060-36W

V5T-PL-6060-42W

VST-PL-6060-48W

V5T-PL-6262-36W

V5T-PL-6262-42W

VST-PL-6262-48W

V5T-PL-12030-36W

VST-PL-12030-42W

VST-PL-12030-48W

VST-PL-12060-60W

VST-PL-12060-72W

Dimension

300x300mm

600x300mm

600x600mm

600x600mm

600x600mm

620x620mm

620x620mm

620x620mm

1200x300mm

1200x%300mm

1200x300mm

1200x600mm

1200x600mm

Power

18W

18W

3w

AW

48W

3eW

42W

48W

30w

40W

e0W

60w

72W




LED Commercial Downlight
Recessed SMD Slim Series

EPISTAR

Recessed SMD Slim Series Specification Square Models

Housing Material:
Input Voltage:
Lumens:

CRI:

Color Temperature:

Beam Angle:
Function:
Power Factor:
Housing Color:
Shape:
Installation:
Lifetime:

IP Grade:

Warranty:

AL

ACB5-265V
100lmfwatt

>B80Ra
3000K/4000K/5000K/6000K
120°
Dimming/Emergency
>0.9

White/Silver
Square/Round
Recessed(Clilp)
30000hrs

P42

3 Years

VST-DL-5101-3W
VST-DL-5101-6W
VST-DL-5101-9W
VST-DL-5101-12W
VST-DL-5101-15W
VST-DL-5101-18W
VST-DL-5101-24W

Round Models

VST-DL-5102-3W
VST-DL-5102-6W
VST-DL-5102-9W
VST-DL-5102-12W
VST-DL-5102-15W
VST-DL-5102-18W

VST-DL-5102-24W
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Dimension
75mm Iw
105mm W
135mm aw
155mm 12W
175mm 15W
205mm 18W
285mm 24w
Dimension Power
J5x75mm IW
105x105mm eW
135x135mm oW
155x155mm 12w
175x175mm 15w
205x205mm 18wW

285x285mm 24W
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S201 $202 $203
Recessed SMD H Series Specification 5201 Models Cut-out Power
Housing Material: VST-DL-5201-3W ®80mm
VST-DL-5201-5W @95mm S5W
Input Voltage: ACB5-265V
VST-DL-S201-7W 0100mm W
Lumens: 1300lm/watt VST-DL-5201-9W O120mm aw
VST-DL-5201-12W 0140mm 12w
CRil: »80Ra
VST-DL-5201-15W O165mm 15W
Color Temperature: 3000K/4000K/5000K/6000K VST-DL-5201-18W ®165mm 18W
Beam Angle: 120° VST-DL-5201-21W O200mm 21W
Dimming: Triac/Dali $202 Models Cut-out Power
VST-DL-5202-9W 093mm awW
Power Factor: =0.9
V5T-DL-5202-12W {125mm 12w
Housing Color: SEG‘.‘L[SIwer] SZDQ[WhItE] S2D3[Whlte] VST-DL-5202-20W (DlﬁSmm 0W
Installation: Recessed(Clilp) VST-DL-5202-30W ®200mm 30w

Lifetime: 50000hrs $203 Models Cut-out Power

VST-DL-5203-12W 125mm*125mm 12W
IP Grade: P42

VST-DL-5203-20W  160mm*160mm 20W

T umE VST-DL-5203-30W  195mm*195mm 30W




LED Commercial Downlight

COB Series
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CREE# LiFud

5W-80W

C301

>

Adjustable
C302

Recessed COB Series Specification C302 Models

Housing Material:
Input Voltage:
Lumens:

CRI:

Color Temperature:

Beam Angle:
Dimming:
Power Factor:
Housing Color:
Installation:
Lifetime:

IP Grade:

Warranty:

AL
ACB5-265V
130Im/watt
>80Ra

3000K/4000K/5000K/6000K

C302(15°/24°/38°/60°)
C303(15°/24°/38°/60")

Triac/Dali

>0.9

White
Recessed(Clilp)
50000hrs

IP42

5 Years

VST-DL-C302-5W
VST-DL-C302-10W
VST-DL-C302-15W
VST-DL-C302-20W
VST-DL-C302-30W

VST-DL-C302-40W

VST-DL-C302-50W

C303 Models
WST-DL-C303-15W
WST-DL-C303-20W
WST-DL-C303-25W
WST-DL-C303-30W
WST-DL-C303-35W
WST-DL-C303-40W

VST-DL-C303-50W

Wallwasher adjusttable

C303
Cut-out Power
O70mm SW
O70mm 10W
@30mm 15W
©30mm 20W
0110mm J0W
D145mm A0W
M158mm 50w
Cut-out Power
@100mm 15w
M128mm 20W
D128mm 25w
{155mm 30w
{D155mm I5W
O175mm 40W

@175mm 50W
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H601 H602 ﬁ
Recessed SMD H Series Specification

Housing Material: AL

Input Voltage: ACB5-265Y

Lumens: 130Im/watt H603

CRI: >80Ra H601 Models Dimension Power
Color Temperature: 3000K/4000K/5000K/6000K VST-DL-HE01-10W M30mm 10W
Beam Angle: 15°/24°/38° VST-DL-HB01-15W @115mm 15w
Dimming: Triac/Dali H602 Models Dimension Power
Power Factor: >0.9 VST-DL-HB02-10W {D90mm 10W
Housing Color: White WVST-DL-H602-15W ®115mm 15w
Installation: Recessed H603 Models Dimension Power
Lifetime: 50000hrs WST-DL-H603-10W O70mm 10W
IP Grade: IP42 VST-DL-HB03-15W ©90mm 15w

Warranty: 3 Years WST-DL-HB03-25W ®115mm 25W
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CREE&LiFud

SD101

SD102
Surface Mounted Series Specification SD101 Models Diameter Power
Housing Material: AL VST-DL-SD101-20W 110mm 20W
Input Voltage: AC200-240V
VST-DL-5D101-30W 130mm Jow
CRI: >80Ra
Power Factor: 0.9 VST-DL-50101-40W 160mm 40W
Color Temperature: 3000K/4000K/5000K/6000K SD101 Models Diameter Power
Beam Angle: SD101(60") SD102(45%)
VST-DL-5D102-12W 110mm 12W
Dimming: Triac/Dali
. . VST-DL-5D102-15W 110mm 15W
Housing Color: White/Black
Shape: Square(5D101) Round(5D102)  VST-DL-SD102-20W 130mm 200
Installation: Surface Mounted VST-DL-SD102-30W 170mm 30W
Lifetime: 50000hrs
VST-DL-SD102-35W 170mm I5W
IF Grade: P44

Warranty: 3 Years VST-DL-5D102-40W 193mm 40W
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Slim Series

EPISTAR

SDS101 s e "$psioz

surfaced Mounted Series Specification SD5101 Models Cut-out Power
. . VST-DL-5D5101-3W O75mm IW
Housing Material: ALLPMMA
VST-DL-5D5101-6W @105mm W
Input Voltage: ACB5-265V
VST-DL-5D5101-9W D135mm oW
Lumens: 100Im/fwatt
V5T-DL-5D5101-12W O155mm 12W
CRI: >80Ra
VST-DL-SDS101-15W D175mm 15W
Power Factor: >09 VST-DL-SDS101-18W ®205mm 18W
Beam Angle: 120° VST-DL-5D5101-24W D285mm 24W
Color Temperature: 3000K/4000K/5000K/6000K SDS102 Models Cut-out Power
Function Dimming/Emergency VST-DL-SDS102-3W 75X75mm 3W
. . VST-DL-5DS102-6W 105X105mm oW
Housing Color White
VST-DL-5D5102-9W 135X135mm 9w
Shape Square/Round
VST-DL-SD5102-12W 155X155mm 12W
Installation Surfaced Mounted
VST-DL-5DS102-15W 175X175mm 15w
Lifetime 30000hrs
V5T-DL-5D5102-18W 205X205mm 18W
Warranty: 3 Years

VST-DL-5D5102-24W 285X285mm 24W




LED Spot Light
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SR101-Recessed

SR102 Surface Mount

Spot Light Specification SR101 Models

Housing Material:
Input Voltage:
Lumens:

CRI:

Power Factor:

Color Temperature:

Beam Angle:
Dimming:
Housing Color:
Shape:
Installation:
Lifetime:

IP Grade:

Warranty:

o

. CREE< UFud

) @

AL

AC200-240V
100-120Im/watt
=80Ra

=0.9

3000K/4000K/5000K/6000K

SR101(10°/20°/30%)
§5101(10°/23°/38")

Triac/Dali

SR101(White)
55101 (White/Black)

Round

SR101(Recessed/Surface Mount)
55101(Surface Mount)

50000hrs
P44

3 Years

Cut-out Power
VST-SL-SR101-15W 100mm 15W
VST-SL-SR101-20W 125mm 20W
VST-SL-SR101-30W 145mm 30W
SR102 Models Diameter Power
VST-SL-SR102-15W 115mm 15W
VST-SL-SR102-20W 140mm 20W
VST-S5L-5R102-30W 160mm 30W
$5101 Models Diameter Power
VST-SL-55101-15W 68mm 15W
V5T-5L-55101-20W 68mm 20W
VST-5L-55101-30W 80mm 30W
VST-SL-55101-40W 97mm 40W
VST-SL-55101-50W 115mm S0W



LED Tracking Light

CREE®&

Tracking Light Specification
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Housing Material:

Input Voltage:

Lumens:

CRI:

Power Factor:

Color Temperature:

Beam Angle:

TLO1 Models

VST-TLO1-20W

VST-TLO1-30W

AL

AC200-240V

100-120lm//watt

>80Ra

=0.9

3000K/4000K/5000K/6000K

247

Dimension

D88xL122mm

D88xL122mm

Dimming:

Housing Color:

Shape:

Installation:

Lifetime:

IP Grade:

Warranty:

TLO2 Models

VST-TLO2-20W

VST-TLO2-30W

Triac/Dali

White/Black

Round

Surface Mounted

50000hrs

IP44

3 Years

Dimension Power

100x180x210mm 20W

100x180x210mm 30w
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Cron Lamp Specification

Housing Material: AL+PC PC Cover: Clear/Frosted

Input Voltage: ACB5-265V Power Factor: >0.95

Lumens: 130Im/watt Dimming: Triac

CRI: >80Ra Lifetime: 50000hrs

Color Temperature: J000K,/A000K,/S000K,/6000K IP Grade: IPGS

Beam Angle: 360° Warranty: 3 Years

m Models Dimension Power
AT RS VST-CL-27W 093*205mm 2TW
L1

VST-CL-36W ®33*230mm 36W
VST-CL-45W M93*255mm 45W
VST-CL-55W ©33*280mm 55w
VST-CL-65W D120%322mm 65W
VST-CL-80W ®120%322mm sow
VST-CL-100W 0120%342mm 100w

VST-CL-120W ®120*362mm 120W
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LED Flood Light
H Series
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PHILIPS

MEAN WELL

Flood Light Specification

Housing Material: AL

Input Voltage: ACB5-265V Series Models Dimension

Lumens: 130Im/watt VST-FL-10WH 159 *132 *53 10W
CRI: »80Ra VST-FL-20WH 199 *176 *64 20W
Color Temperature:  3000K/4000K/5000K/6000K VST-FL-30WH 203%189%73 30w
Beam Angle: 120° VST-FL-50WH 282%207*%104 S50W
LED: Bridgelux COB/Philips SMD3030 VST-FL-70WH 282%207*119 70W
Driver: Meanwell VST-FL-100WH 313*250*%130 100w
Power Factor: +0.95 VST-FL-120WH 313*250%155 120W
Lifetime: S0000hrs VST-FL-150WH 313*250%155 150w
IP Grade: IP65 VST-FL-200WH 459%330*177 200W
Warranty: 5 Years
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EPISTAR

S Series Flood Light Specification

Housing Material: AL

Input Voltage: ACB5-265Y

Lumens: 130Im/watt

CRI: >80Ra Series Models Dimension Power
Color Temperature: 3000K/4000K/5000K,/6000K/RGB VST-FL-10WS 129 *99 =44 10w
Beam Angle: 120° VST-FL-15WS 129 *99 *44 15w
LED: Epistar VST-FL-20WS 175 *135 *44 20W
Power Factor: >0.95 VST-FL-30WS 215%175%47 Jow
Lifetime: 30000hrs VST-FL-50WS 275%225%48 S50W
IP Grade: IP66E VST-FL-100WS 325%275%53 100W

Warranty: 3 Years VST-FL-150WS 385%305*58 150W




LED High Bay Light
UFO Series

Tel: +86 755 33245501
Fax: +86 755 27675696
Email:sales@vstlighting.com

Web: www.vst-lighting.com

UFO Highbay Light Specification

Housing Material:

Input Voltage:

Lumens:

CRI:

Color Temperature:

Beam Angle:

LED:

Driver

Power Factor:

Lifetime:

IP Grade:

Warranty:

AL

ACB5-265Y

130Im/watt

>B0Ra

3000K/4000K/S000K/6000K

120°

Philips 3030/Nichia

Meanwell

>0.95

50000hrs

IP66

5 Years

PHILIPS[4Z4

Models

Dimension

Power

VST-HBL-60WU

VST-HBL-80WU

VST-HEL-100WU

VST-HBL-120WU

VST-HBL-150WU

VST-HBL-200WU

@280%H177 mm

@280%H177 mm

©280*H177 mm

@280%H177 mm

©366%H194 mm

O366%H268 mm

e0W

80W

100W

120W

150W

200W
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LED High Bay Light
H Series
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BRIDGEL UX

MEAN WELL

Highbay Light H Series Specification

Housing Material: AL

Input Voltage: ACB5-265V

Lumens: 130Ilm/watt

CRI: >80Ra Models Dimension

Color Temperature: 3000K/4000K/5000K/6000K VST-HBL-60WH D182*H163mm 60w
Beam Angle: 120° VST-HBL-80WH @182*H163mm s0W
LED: Bridgelux COB V5T-HBL-100WH D182*H240mm 100W
Driver Meanwell VST-HBL-120WH 0182*H240mm 120W
Power Factor: =0.95 VST-HBL-150WH D182*H240mm 150w
Lifetime: 50000hrs VST-HBL-200WH 0284*H220mm 200W
IP Grade: IPEE VST-HBL-250WH D284*H260mm 250w
Warranty: 5 Years V5T-HBL-300WH O284*H260mm 300W
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STFO1

SFT02

STFO1 Models Dimension
VST-5TFO1-60-20W 600*91*74mm 200
VST-5TFO1-120-40W 900*91*74mm 40w
VST-5TFO1-120-50W 1200%91*74mm s0wW
Tri-Proof Light Specification

VST-STFO1-150-60W 1200%91*74mm 60W

Housing Material: AL(STFO1) ABS(STF02)

STF02 Models Dimension Input Voltage: ACB5-265Y

Lumens: 130Ilm/watt
VST-STFO2-60--30W 600%91*74mm Jow

CRI: >80Ra

L -

VST-5TF02-90-40W 900%31*74mm 40W Color Temperature:  3000K/4000K/5000K/6000K
VST-STF02-120-50W 1200%91*74mm 50W Beam Angle: 120°

Function: Dimming/Emergency/Sensor
VST-STFO2-120-60W 1200%91*7dmm 60w

Power Factor: =0.95
VST-5TFO2-150-60W 1500%91*74mm 60w Lifetime: 30000hrs

IP Grade: IP66
VST-STFO2-150-80W 1500%91*7dmm aow

Warranty: 3 Years
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STF02 Models Dimension

VST-TF-1x600L 665*86%90mm 1x600
VST-TF-1x1200L 1265*86*90mm 1x1200
VST-TF-1x1500L 1565%86*90mm 1x1500
VST-TF-2x600L 665%124*90mm 2x600
VST-TF-2x1200L 1265*86*90mm 2x1200

= WST-TF-2x1500L 1565%86*90mm 2x1500






